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(57) Abstract: The invention relates to a method enabling at least one client terminal (200) which is connected to a first communica- 
tion network (210) to access the data and/or services of a mobile server terminal (204) which is connected to a second communication 
network (211), whereby said first and second networks (210, 21 1) can coexist on or form a single network. One such method com- 
prises at least the following steps: a communication session is initialised by the client terminal (200) with the mobile server terminal 
(204); and the communication session is established by opening a direct communication tunnel between the client terminal (200) 
and the server terminal (204). In this way, the client terminal (200) can consult the information made available by the server terminal 
(204) and/or the client terminal (200) can use and/or interact with all or part of the services of the server terminal (204). 
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(57) Abrege : Linvention concerne un proc&te d'acces d'au moins un terminal client (200) connecte a un premier reseau de commu- 
nication (210), aux donnees et/ou services d'un terminal serveur mobile (204) connect^ a un second reseau (21 1) de communication, 
les premier et second r€seaux (210, 211) pouvant cohabiter ou former un unique reseau. Un tel proc^de" comprend au moins les 
Stapes suivantes - d'initialisation d'une session de communication par le terminal client (200) avec le terminal serveur mobile (204) ; 
- d'etablissement de la session de communication par ouverture d'un tunnel de communication direct entre le terminal client (200) et 
le terminal serveur (204) ; de fa?on que le terminal client (200) puisse consulter des informations rendues disponibles par le terminal 
serveur (204) et/ou que le terminal client (200) puisse utiliser et/ou interagir avec toute ou partie des services du terminal serveur 
(204). 



